
Publ. S3–ML 215–B, replaces S3–ML 215–A

DENISON HYDRAULICS
3-Way Vent Valve

Series VV01

Pressure control valve R4

and vent valve VV01 with DC solenoid

Vent valve VV01 with

AC solenoid

Charlotte Tuttle
Stamp
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VV01 311

VV01 321

1) Due to manufacturing reasons this item is available as assembly only.

Aus fertigungstechnischen Gründen ist dieser Leistungsteil nur als komplette Untergruppe lieferbar.

A cause des raisons de la production le produit ne peut être livré que comme sous-groupement complet.

Per ragioni di produzione la valvola può essere fornita solo completa.

Debido a razones de fabricación esta pieza se suministra como un conjunto completo.
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MODEL CODE – VENT VALVE VV01

5

VV01 . . ... . 3– – –Model Number:

Series

Spool position

1 = normal position: free flow from Z to Y

switch position: X to Z

2 = normal position: X to Z

switch position: free flow from Z to Y

Control

1 = solenoid with manual override

2 = solenoid without maual override

D = pneumatic

Q = hydraulic k on request
Solenoid voltage and current

W01 = 115 V / 60 Hz G0R = 12 V

W02 = 230 V / 60 Hz G0Q = 24 V DC

W06 = 115 V / 50 Hz G0H = 48 V
AC

W07 = 230 V / 50 Hz
k k

Design letter

D = for AC solenoid

E = for DC solenoid

Seal class

1 = Standard (for special fluids consult DENISON)

Rights of alteration reserved.

Änderung vorbehalten.

Sous réserve d’eventuelles modification.

Con riserva di modifica.

Modificaciones posibles dentro de interés de una mejora.

Charlotte Tuttle
Stamp


